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SECESPOL HEAT EXCHANGERS CALCULATION SHEET

PROJECT DATA SHEET

Cold Side - ShellHot Side - Tubes

Max. Pressure Drop

Min. Pressure Drop

Outlet Volume Flow

Inlet Volume Flow

Mass Flow

Outlet Temperature

Inlet Temperature

Fluid

Min. Oversizing

LMTD

Heat Load 53,00 kW

21,09 deg.C

20 %

Water

50,00 deg.C

40,00 deg.C

1,269765 kg/s

4,631362 m3/h

4,612669 m3/h

0,00 kPa

25,00 kPa

Water

8,00 deg.C

37,00 deg.C

0,436334 kg/s

1,570175 m3/h

1,583152 m3/h

0,00 kPa

25,00 kPa

SECESPOL - HEAT EXCHANGER SELECTION

Heat Exchanger Type

No. of Units in Series/Parallel

Heat Transfer Area

Fouling Factor

OHTC

Clean

Fouling

Oversize

Calc. Pressure Drop

Connections

Inlet Velocity

Outlet Velocity

Internal

Velocity

Reynolds No.

Heat Transfer

NTU

Heat Transfer Coefficient

Nusselt No.

B1000

1/1

2,0

0 m2K/kW

m2

W/m2K1933,82

1275,49

52 %

W/m2K

Hot Side - Tubes Cold Side - Shell

0,09 kPa

m/s

m/s0,179315

0,177846

0,035306

313 [-]

m/s

[-]

W/m2 K

[-]44

3173,9

1

[-]

W/m2 K

[-]2

6079,2

66

3817

0,333351

[-]

m/s

m/s

m/s

kPa2,02

0,524570

0,522453

Total No. of Units 1

(0170-0008)

PHYSICAL PROPERTIES

Cold SideHot Side

Prandtl No.

Dynamic Viscosity

Heat Capacity

Thermal Conductivity

Ref. Temperature

Fluid

Density

Pressure

Water

100,00 kPa

45,00 deg.C

989,0000 kg/m3

4,1740 kJ/kgK

0,6360 W/m K

0,0006 Ns/m2

4 [-]

Water

100,00 kPa

22,50 deg.C

996,5000 kg/m3

4,1885 kJ/kgK

0,6065 W/m K

0,0010 Ns/m2

7 [-]
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